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BAG-BD-Check II – lead free 
 
Disposable Bowie & Dick Test Pack for the Daily Steam Penetration 
Test in Pre-Vacuum Sterilizers acc. to EN 867-4 and ISO 11140-4. 
 
 
 
Order-No.  7563                Packaging unit:  30  
 
 
 
 
Product features  
 
Pre-assembled test pack for the daily Bowie & Dick type test. For use in pre-vacuum 
sterilizers at 134°C / 3.5 minutes. Size: 14 x 11 c m. Lead-free . 
Classification: Indicator Class 2 acc. to ISO 11140-1. 
 
 
Instructions for Use  
 

1. Place BAG-BD-Check II in empty sterilzer chamber.  
2. Run Bowie & Dick test cycle (3.5 minutes at 134°C). 
3. Remove test system from chamber after cycle and unwrap test pack.  
4. Evaluate BAG-BD-Check II indicator sheet. 
5. Documentation of all results. Keep indicator sheet for permanent record. 
 

 
Evaluation of BAG-BD-Check II (see also evaluation chart): 
 
PASS: 
Test conditions achieved: Uniform color change from blue  to black.  
 
FAIL: 
Test conditions NOT achieved: No / incomplete color change from blue to black. 
Blue to grey areas in the center of the test sheet indicate residual air and / or insufficient 
steam penetration. Check test conditions and repeat Bowie & Dick test. 
 
 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

01/09 
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BAG-BD-Check 
 
Disposable Bowie & Dick Test Pack for the Daily Steam Penetration 
Test in Pre-Vacuum Sterilizers acc. to EN 867-4 and ISO 11140-4. 
 
 
 
Order-No.  7523                Packaging unit:  30  
 
 
 
 
Product features  
 
Pre-assembled test pack for the daily Bowie & Dick type test. For use in pre-vacuum 
sterilizers at 134°C / 3.5 minutes. Size: 14 x 11 c m. 
Classification: Indicator Class 2 acc. to ISO 11140-1. 
 
 
Instructions for Use  
 

6. Place BAG-BD-Check in empty sterilzer chamber.  
7. Run Bowie & Dick test cycle (3.5 minutes at 134°C). 
8. Remove test system from chamber after cycle and unwrap test pack.  
9. Evaluate BAG-BD-Check indicator sheet. 
10. Documentation of all results. Keep indicator sheet for permanent record. 
 

 
Evaluation of BAG-BD-Check (see also evaluation chart): 
 
PASS: 
Test conditions achieved: Uniform color change from light blue  to black.  
 
FAIL: 
Test conditions NOT achieved: No / incomplete color change from blue to black. 
Blue to brown areas in the center of the test sheet indicate residual air and / or insufficient 
steam penetration. Check test conditions and repeat Bowie & Dick test. 
 
 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

01/09 
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BAG-AutoCheck-Kit II – lead free 
 
Reusable Bowie & Dick Test Pack for the Daily Steam Penetration Test 
in Pre-Vacuum Sterilizers acc. to EN 867-4 and ISO 11140-4. 
 
 
Order-No.   Contents for 30 tests: 
  7561 30 BAG-AutoCheck-Kit II indicator sheets, 

14 x 11 cm, lead-free  
 2 high-grade paper test packs,  

reusable 15 times  
 
 
Product features 

 

 
Reusable steam penetration test pack for the daily Bowie & Dick type test. For use in pre-
vacuum sterilizers at 134°C / 3.5 minutes. Use with  small CCS holder (Order-No. 74651). 
Classification: Indicator Class 2 acc. to ISO 11140-1. 
 
 
Instructions for Use  
 

1. Place BAG-AutoCheck-Kit II indicator sheet in the center of the reusable test pack 
(between white and green paper sheets). Record date on the cover sheet of the 
test pack (fields 1-15). 

2. Insert test pack into BAG-CCS stainless steel holder (Order-No. 74651) and close 
spring lock. 

3. Place test system on the bottom of the empty chamber (horizontal position).  
4. Run Bowie & Dick test cycle (3.5 minutes at 134°C). 
5. Remove test system from chamber after cycle.  

CAUTION: Metal holder may be hot! 
6. Open spring lock, remove indicator sheet from test pack. 
7. Evaluate BAG-AutoCheck-Kit II  indicator sheet. 
8. Documentation of all results. Keep indicator sheet for permanent record. 
9. Dry test pack prior next use. 

 
 
Evaluation of BAG-AutoCheck-Kit II (see also evaluation chart): 
 
PASS: 
Test conditions achieved: Uniform color change from blue  to black.  
 
FAIL: 
Test conditions NOT achieved: No / incomplete color change from  blue to black. 
Blue to grey areas in the center of the test sheet indicate residual air and / or insufficient 
steam penetration. Check test conditions and repeat Bowie & Dick test. 
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BAG-AutoCheck-Kit II 
 
CAUTION: Use dry test pack! 
 

 
 
 
Easy 

 

 
 

 
 
 
 
 
Insert test pack with 
indicator into stainless  
steel holder.  
Close spring lock. 

 
 
Economic 

 

 
 

 
 
 
 
 
Test pack reusable  
15 times. 

 
 
 

Safe 

 

 
 

 
 
 
 
 
Clear test results. 

 
 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09  
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BAG-AutoCheck-Kit 
 
Reusable Bowie & Dick Test Pack for the Daily Steam Penetration Test 
in Pre-Vacuum Sterilizers acc. to EN 867-4 and ISO 11140-4. 
 
 
Order-No.   Contents for 30 tests: 
  7521 30 BAG-AutoCheck-Kit indicator sheets, 

14 x 11 cm 
 2 high-grade paper test packs,  

reusable 15 times  
 
 
Product features 

 

 
Reusable steam penetration test pack for the daily Bowie & Dick type test. For use in pre-
vacuum sterilizers at 134°C / 3.5 minutes. Use with  small CCS holder (Order-No. 74651). 
Classification: Indicator Class 2 acc. to ISO 11140-1. 
 
 
Instructions for Use  
 

10. Place BAG-AutoCheck-Kit indicator sheet in the center of the reusable test pack 
(between white and green paper sheets). Record date on the cover sheet of the 
test pack (fields 1-15). 

11. Insert test pack into BAG-CCS stainless steel holder (Order-No. 74651) and close 
spring lock. 

12. Place test system on the bottom of the empty chamber (horizontal position).  
13. Run Bowie & Dick test cycle (3.5 minutes at 134°C). 
14. Remove test system from chamber after cycle.  

CAUTION: Metal holder may be hot! 
15. Open spring lock, remove indicator sheet from test pack. 
16. Evaluate BAG-AutoCheck-Kit  indicator sheet. 
17. Documentation of all results. Keep indicator sheet for permanent record. 
18. Dry test pack prior next use. 

 
 
Evaluation of BAG-AutoCheck-Kit (see also evaluation chart): 
 
PASS: 
Test conditions achieved: Uniform color change from light blue  to black.  
 
FAIL: 
Test conditions NOT achieved: No / incomplete color change from blue to black. 
Blue to brown areas in the center of the test sheet indicate residual air and / or insufficient 
steam penetration. Check test conditions and repeat Bowie & Dick test. 
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BAG-AutoCheck-Kit 
 
CAUTION: Use dry test pack! 
 
 

 
 
 
Easy 

 

 
 

 
 
 
 
 
Insert test pack with 
indicator into stainless  
steel holder.  
Close spring lock. 

 
 
Economic 

 

 
 

 
 
 
 
 
Test pack reusable  
15 times. 

 
 
 

Safe 

 

 
 

 
 
 
 
 
Clear test results. 

 
 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09  
 

 



 

 
 

��������	
�������
�� � � � � � � � ���	��������

����������� � ���	�
����������� �
�������	
�������
������ ��������� ���� ����� ������ ����� � ��������������
����
 �� � ��������� ���� ����� ������ ������� ��������� ���� ����� ������ �������
!���!�"	
� ���#����$%� � &�'����� ���� ����� ������ �������� 	$( )����������
����
 �� � &�'����� ���� ����� ������ ������� &�'����� ���� ����� ������ �������
� � � � � � � � � *��+�,()����������
����
 �� ���*	
�)������� ���
����
 ��
�

 

 
 
 
 



 

 
 

��������	
�������
�� � � � � � � � ���	��������

����������� � ���	�
����������� �
�������	
�������
������ ��������� ���� ����� ������ ����� � ��������������
����
 �� � ��������� ���� ����� ������ ������� ��������� ���� ����� ������ �������
!���!�"	
� ���#����$%� � &�'����� ���� ����� ������ �������� 	$( )����������
����
 �� � &�'����� ���� ����� ������ ������� &�'����� ���� ����� ������ �������
� � � � � � � � � *��+�,()����������
����
 �� ���*	
�)������� ���
����
 ��
�

 

 

BAG-RePac 
 
Batch Monitoring System for  
Steam Sterilization Processes, 
with Chemical Indicator Class 6  
according to ISO 11140-1 
 

 

 
Specification  
BAG-RePac 121°C 
BAG-RePac 134°C 
BAG-RePac 18 Min. 

Order-No.  
7541 
7542 
7553 

Packaging unit (300 tests)  
·  20 sheets with 15 RePac-Indicators each  
 (for 121°C, 134°C or 134°C/18 Min.) 
·  20 paper stacks, reusable 15 times 
·  30 documentation cards for 10 loads each 

 
Product features 
 
Batch monitoring system for pre-vacuum steam sterilization processes at 121°C or 134°C. 
 
Instructions for Use 
 

1. Place RePac-Indicator  121°C or 134°C at the bottom of BAG-RePac metal 
device  (Order-No. 7540). Indicator ink up. 

2. Mark reusable paper stack to monitor number of applications and insert paper stack 
into metal device. Fix system.  

3. Place BAG-RePac in sterilizer chamber and run program. 
4. After sterilization cycle has finished remove BAG-RePac from chamber.  

CAUTION: Metal device may be hot! 
5. Remove paper stack and dry prior next use. 
6. Evaluate RePac-Indicator. 
7. Documentation of all results. RePac-Indicator can be fixed to documentation card. 

 
Evaluation of BAG-RePac 121°C / 134°C (see also evaluation chart): 
 
a. Sterilization conditions achieved =  
              

 

Complete color change of indicator  
from purple  to green 
Release Load 
 

b. Sterilization conditions NOT achieved = 
              

 

No / incomplete color change of 
indicator from purple to green. 
Block Load 
 

 
Storage:  Dry at room temperature (10 – 38° C) 
Expiry: 3 years from date of manufacture 

02/09 
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BAG-ChemoStrip 
 
Chemical Indicator for Monitoring Steam Sterilization Processes 
 
 

Order-No .   Packaging Unit 
BAG-ChemoStrip 121°C    7501          250 
BAG-ChemoStrip 134°C    7502          250 
 
 
Monitors Time + Temperature + Steam Quality 

 
 
 
Product features  

 

 
·  Chemical indicator for final container / package control 
·  Use in pre-vacuum sterilizers at 121°C or 134°C re spectively 
·  Monitors time, temperature and steam quality 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 6 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place BAG-ChemoStrip in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of BAG-ChemoStrip 121°C / 134°C (see also evaluation chart): 
 
a. Sterilization conditions achieved =  

              
 

Complete color change of all digits  
„121“ / „134“ from purple  to green  

b. Sterilization conditions NOT achieved = 

              

No / incomplete color change of all digits  
„121“ / „134“ from purple to green 

 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09 
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BAG-ChemoStrip 18 
 
Chemical Indicator for Monitoring Steam Sterilization Processes  
at 134°C and 18 Minutes Sterilization Time 
 
 

Order-No .   Packaging Unit 
BAG-ChemoStrip 18    7529          250 
 
 
Monitors Time + Temperature + Steam Quality 

Color change after 18 minutes 
 

 
Product features  
 

·  Chemical indicator for final container / package control 
·  Use in pre-vacuum sterilizers at 134°C and 18 minu tes sterilization time 
·  Monitors time, temperature and steam quality 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 6 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place BAG-ChemoStrip 18 in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of BAG-ChemoStrip 18 (see also evaluation chart): 
 
a. Sterilization conditions achieved =  

              
 

Complete color change of all digits  
„18“ from purple  to green  

b. Sterilization conditions NOT achieved = 

              

No / incomplete color change of all digits  
„18“ from purple to green 

 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09 
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BAG-Integraph 
 
Chemical Indicator for Monitoring Steam Sterilization Processes 
 
 
 
Order-No.       Packaging unit  
  7510                 250 
 
 
 
 
Product features   
 

·  Chemical indicator for final container / package control 
·  Optimized for gravity sterilizers working at 121°C  / 134°C (one indicator for both 

temperatures), use in pre-vacuum sterilizers is also possible 
·  Monitors time, temperature and steam quality 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 5 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place BAG-Integraph in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of BAG-Integraph: 
 
a. Sterilization conditions achieved =  

              

Complete color change of upper bars  
from purple  to green  

b. Sterilization conditions NOT achieved = 

              

No / incomplete color change of upper bars  
from purple to green 

 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09 
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BAG-BlackCheck C 
 
Chemical Indicator for Monitoring Steam 
Sterilization Processes – laminated 
 
 
Order-No .  Packaging unit 
  7514            250 

 
 
Product features  
 

·  Chemical indicator for final container / package control, laminated 
·  Use in all steam sterilization cycles at 121°C / 1 34°C (one indicator for both 

temperatures) 
·  Monitors time and temperature 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 4 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place BAG-BlackCheck C in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of BlackCheck C: 
 
a. Sterilization conditions achieved =  

              

Complete color change of all letters  
„BAG“ from yellow  to black  

b. Sterilization conditions NOT achieved = 

              

No / incomplete color change of all letters  
„BAG“ from yellow to black, brown or beige 
color also indicates insufficient conditions. 

 
NOTE: Delamination of the upper layer of the indicator can occur during long sterilization cycles or 
wet steam conditions. Deep pre-vacuum cycles can cause the same effect. Nevertheless this 
delamination will not influence the reaction of the indicator.  
 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09 
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BAG-GasCheck EO 
 
Chemical Indicator for Monitoring Ethylene Oxide (EO) 
Sterilization Processes 
 
 
Order-No .  Packaging unit 
  7530            250 
 
 
 
 
Product features   
 

·  Chemical indicator for final container / package control 
·  Use in ethylene oxide sterilization cycles 
·  Monitors time, temperature and gas concentration 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 5 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place BAG-GasCheck EO  in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of BAG-GasCheck EO: 
 
a. Sterilization conditions achieved =  
              
 

Complete color change of all letters  
„BAG“ from yellow  to brown  

b. Sterilization conditions NOT achieved = 
              
 

No / incomplete color change of all letters  
„BAG“ from yellow to brown. Repeat cycle. 

 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09 
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BAG-DryCheck 
 
Dry Heat Indicator Labels 
 
 
Order-No.   Packaging unit  
  7513           1000 
 

 
 
Product features  
 

·  Chemical indicator label for dry heat sterilization cycles at 160 – 180°C 
·  Visible conformation that the item was exposed to a dry heat sterilization process 
·  Identification of processed versus unprocessed items 
·  Monitors time and temperature 
·  Classification: Class 1 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place BAG-DryCheck in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of BAG-DryCheck: 
 
a. Sterilization conditions achieved =  
              

Complete color change of upper bar  
from green  to black 
 

b. Sterilization conditions NOT achieved = 
              

No / incomplete color change of upper bar  
from green to black 
 

 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 5 years from date of manufacture 

02/09 
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Dry Checks  
 
Chemical Indicator for Monitoring Dry Heat 
Sterilization Processes  
 
 
Order-No.                          Packaging unit  
  75171                            250 
 
  
Product features  
 

·  Chemical indicator for dry heat sterilization cycles at 160 – 180°C 
·  Visible conformation that the item was exposed to a dry heat sterilization process 
·  Identification of processed versus unprocessed items 
·  Monitors time and temperature 
·  Classification: Class 1 according to ISO 11140-1 

 
 
Instruction for Use 
 

1. Place Dry Checks in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of Dry Checks: 
 
a. Sterilization conditions achieved =  

              

Complete color change of both marks (� ) 
from green  to black  

b. Sterilization conditions NOT achieved = 

              

No / incomplete color change of both marks  
from green to black 

 
Storage:  Dry at room temperature (10 – 38°C) 
Expiry: 3 years from date of manufacture 

02/09 
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Cross-Checks P 
 
Chemical Indicator for Monitoring Low Temperature Hydrogen  
Peroxide / Plasma (VH2O2) Sterilization Processes 
 
 
Order-No .  Packaging unit 
  7532            250 
 
 
 
 
Product features   

 
·  Chemical indicator for final container / package control 
·  Use in hydrogen peroxide / plasma (VH2O2) sterilization cycles 
·  Monitors exposure to hydrogen peroxide during diffusion stage of the cycle 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 1 according to ISO 11140-1 

 
 
Instructions for Use 
 

1. Place Cross-Checks P  in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of Cross-Checks P: 
 
a. Sterilisationsbedingungen achieved = 

      

Complete color change of indicator (� ) 
from blue  to pink  (according to reference 
color of arrow). 
 

b. Sterilisationsbedingungen NOT achieved  

      

No / incomplete color change of indicator 
from blue to pink. 

 
 
Storage:  Dry (30-60% humidity) at room temperature (10 – 38°C) in protective cover. 
Expiry: 2 years from date of manufacture 
         

02/09 
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Cross-Checks F 
 
Chemical Indicator for Monitoring Low Temperature Steam and  
Formadehyde (FORM) sterilization processes 
 
 
Order-No .  Packaging unit 
  7533            250 
 
 
 
 
Product features   

 
·  Chemical indicator for final container / package control 
·  Use in LTSF low temperature steam and formaldehyde sterilization cycles 
·  Monitors exposure to formaldehyde sterilization conditions 
·  Excellent indicator stability before and after exposure 
·  Classification: Class 1 according to ISO 11140-1 

 
 
Instructions for Use 
 

1. Place Cross-Checks F  in containers and packages 
2. Run sterilization cycle 
3. Evaluate color change  
4. Documentation of results 

 
 
Evaluation of Cross-Checks F: 
 
a. Sterilisationsbedingungen achieved = 

      
 

Complete color change of indicator (� ) 
from purple  to green . 
 

b. Sterilisationsbedingungen NOT achieved = 

      

No / incomplete color change of indicator 
from purple to green. 

 
 
Storage:  Dry (30-60% humidity) at room temperature (10 – 38°C) in protective cover. 
Expiry: 1 year from date of manufacture 
 

02/09 
 
 
 


